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Before the installation, read the instructions attached to the luminaire. Due to the dynamic development of
lighting technology, we provide additional information at the client's request. Information on recommended
light sources based on manufacturers' data. We are not responsible for the completeness and validity of the
offer, therefore we refer to the current technical information of the manufacturers of light sources.
Condensation, which may occur in luminaires, is a natural phenomenon and does not deteriorate the quality of
the luminaire
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Type of luminaire

Characteristics of the luminaire
A luminaire with a classic and simple design for general use, mounted on a
telescopic pole with an adjustable height of 1200 ... 2200 mm.
For lighting gardens, parks and other architectural concepts

General information

Materials Powder painted aluminum cast. Powder painted steel. Lens - safety glass,
transparent.

Mounting method

Mounting of the luminaire: 3 holes ø10.5mm on a diameter of ø207mm every
120 °

Set include:
Art. 2013 - lighting fixture
Art. 3011 - lighting pole
Other accessories must be ordered separately

Type of light source E27 lamp

Technical data
E27 lamp QA55 / LED A55..67

Light source wattage 2x max 57W / LED 11W

Ta Rated temperature +25°C

This product contains light source of energy efficiency class 

Accessories sold separately

405ZX0009 Concreting anchor

406ZX0009 Ground anchor

Recommended light sources
Osram LED Parathom Classic E27 Philips Master LEDbulb / Ledbulb Classic E27

Osram ECO PRO Classic 57<=>75W E27 Philips ECO Classic 53<=>75W E27

Spare parts
08194300 Gasket.
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1947B BLACK 9005

Завантажено з e27.com.ua

https://files.norlys.com/Manuals/1947_15572222928029.pdf
https://e27.com.ua

